
1. SEE SPECIFICATIONS FOR THE FOLLOWING:

NOTES:

D
1

SLOPED TO DRAIN, 2% MIN.

D  IS INDEPENDENT OF THE SIZE OF THE INLET GRATE.2

SLOPED TO DRAIN, 2% MIN.

A. GRADATION OF GRAVEL
B. TYPE OF GRATE
C. GEOTEXTILE FILTER
D. DIMENSIONS D and D
             1 2

2.

3. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS

FOLLOWING THE ENGLISH UNITS.
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4'-0" (1219 mm)

GRAVEL

GEOTEXTILE FILTER AT BOUNDARY WITH
SOIL WHEN REQUIRED, SEE SPECIFICATIONS

ADDITIONAL REINFORCED CONCRETE WHERE REQUIRED
FOR EXPOSURE TO VEHICULAR TRAFFIC

2-#5 CONTINUOUS AROUND PERIMETER

4" (102 mm)

FLUSH W/BOTTOM OF INLET GRATE

STANDARD CONVEX OR BEEHIVE (SHOWN) GRATE,
DEPENDING ON APPLICATION, SEE SPECIFICATIONS

6" (150 mm)

2-#5 CONTINUOUS

10'-0" R (3048 mm)

D2

3" (76 mm)

4" (102 mm)
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TYPICAL DRY WELL-
SURFACE DRAINAGE


